
ENGINEERED FOR THE TOUGHEST PUMPING APPLICATIONS

Locally Designed. Locally Manufactured. Locally Supported. Built to Perform.



LSP PERISTALTIC 
HOSE PUMPS

When reliability matters, choose the LSP Peristaltic Hose Pump. 
Designed to handle abrasive, corrosive, viscous, and shear-sensitive 
fluids, the LSP delivers dependable performance in applications 
where conventional pumps struggle.

Locally designed, manufactured, and fully supported.

The LSP range provides customers with fast access to technical 
expertise, readily available spare parts and responsive after-sales 
service - giving you confidence long after installation.  It’s seal-less 
design eliminates leaks and allows the pump to run dry indefinitely 
without damage. With self-priming capability up to 8 metres, 
bi-directional operation, and dosing  accuracy of up to 98%, the LSP 
delivers maximum efficiency with minimal maintenance.

From precision dosing systems to high-capacity industrial pumping, 
the LSP range is trusted across mining, chemical processing, water 
treatment, sugar, food processing, wastewater, and many other 
demanding industries.

Why Choose LSP?
Locally designed, manufactured, and supported for dependable 
service and fast turnaround. Handles the toughest fluids -  abrasive, 
corrosive, viscous, and shear-sensitive products with ease.

•	 Run Dry Without Damage
	 - Seal-less design allows continuous dry running.
•	 High Dosing Accuracy
	 - Up to 98% accuracy for accurate and repeatable dosing.
•	 Self-Priming 
	 - Primes up to 8 metres at sea level.
•	 Bi-Directional Operation 
	 - Full performance in either direction of rotation.
•	 Built for Reliability 
	 - Robust construction for long service life in demanding 
	 environments.
•	 Low Maintenance
	 - Simple design reduces wear, downtime, and operating costs.

Available Sizes
The LSP range is available in ten sizes: 10, 15, 20, 25, 32, 40, 50, 
65, 80, and 100, making it easy to select the right pump for your 
application.

Engineered for the 
Toughest Pumping 

Applications
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Hose ID = 25mm      Capacity/Rev = 0.3      Starting Nm - 115
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Hose ID = 20mm      Capacity/Rev = 0.15      Starting Nm - 92

Pump speed rpm
0

0

20

180

40

360

60

540

80

720

10

90

30

270

50

450

70

650

90

810
Capacity L/h

7.5 Bar 3 Bar

0 Bar

LSP 15

0.25

0.3

0.35

0.37

0.2

0.15

0.1

0.05

0

40

50

60

70

80

Temp C˚

Ab
so

rb
ed

 P
ow

er
 (k

W
)

Hose ID = 15mm      Capacity/Rev = 0.083      Starting Nm - 60
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Hose ID = 10mm      Capacity/Rev = 0.022      Starting Nm - 47
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Material Temperature Limits Suitable for:

NR MIN-20C Max 80C Abrasive products as well as generally diluted acids and alcohols 

NBR Min-10C Max 80C Detergents, oils, greases, alkali and food grade products

EPDM Min-10C Max 90C Chemical as well as concentrated acids and alcohols

Hypalon Min -10C Max 85C Aggressive Chemicals

Hose ID = 50mm      Capacity/Rev = 2.9      Starting Nm - 620
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Hose ID = 40mm      Capacity/Rev = 1.33      Starting Nm - 320
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Hose ID = 65mm      Capacity/Rev = 6.7      Starting Nm - 1150
LSP 65
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Hose ID = 80mm      Capacity/Rev = 11.7      Starting Nm - 2000
LSP 80
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Hose ID = 100mm      Capacity/Rev = 20     Starting Nm - 3100
LSP 100

Ab
so

rb
ed

 P
ow

er
 (k

W
)

Temp C˚

40

50

60

70

80

8.0

12.0

6.0

4.0

2.0

0

10.0

14.0

16.0

18.0

15 Bar

10 Bar

7.5 Bar 5 Bar

Hose ID = 32mm      Capacity/Rev = 0.625      Starting Nm - 210
LSP 32
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8 Monaco Place, Westmead, 3605, South Africa

Tel:  +27 (0) 31 700 2137 / 60 / 39 / 72

E-mail: lakesidequipment@mweb.co.za

Website: http://www.lakesidequipment.comM A N U F A C T U R E D  B Y  L A K E S I D E  E Q U I P M E N T  C C

A B C D E F G H I J K L M N O P Q R S T

LSP 10 62 120 178 99 194 219 68 162 233 256 31 81 112.5 112.5 116 61 35 12 10

LSP 15 71.5 169 226.5 142.5 259 312 103 249.5 311 355 8 105 112.5 112.5 195 87 38 12 15

LSP 20 71.5 169 266.5 142.5 259 312 103 249.5 311 335 8 105 112.5 112.5 195 87 38 12 20

A B C D E F G H I J K L M N O P Q R S

LSP 25 94 226 358 185 298 412 220 220 351 376 51 112.5 112.5 59 65 264 25 12

LSP 32 105 270 435 238 375 508 266 266 374 418 61 350 350 83 86 330 32 12

LSP 40 110 325 540 290 412 615 340 340 454 508 64 350 350 83 89 430 40 12

LSP 50 123 400 677 360 475 760 440 440 554 593 78 435 435 97 102 554 50 18

LSP 65 153 525 899 473 580 998 580 580 580 680 82 550 550 117 123 746 65 18

LSP 80 262 700 1138 553 700 1253 690 690 690 830 83 575 575 138 142 876 80 22

LSP 100 299 820 1341 648 815 1468 820 820 820 960 100 735 735 170 174 1042 100 26


